
Instalaciones Recomendadas de Sistemas Accessories

Ultra-Aire Sentry 4037220

Washable Filter 4037714

Washable Filter 6-Pack 4039155

Surface Mount Kit 4037766

2x4 Wall Mounting Bezel Kit 4037767  

Rear Panel Kit 4037768  

Ultra-Aire™ Dehumidifiers

are specifically designed for 

professional HVAC installation 

and deliver the ultimate in 

indoor air quality and comfort. 

2 x 6 In-Wall Installation

The UltraMD33 dehumidifier is placed into the 
wall opening. 

Wall opening measures 14 ½" wide by 30 ¼" 
tall. Only one side of the wall will be cut to 
make the opening.

Dehumidifier is secured to the wall using #10 
wood screws.

Electrical wiring can run through knock out on 
back of dehumidifier or knock out on bottom 
of dehumidifier, depending on application. 
Electrical wiring can be hard-wired or connected 
to a standard 120V outlet with the included 10' 
power cord. 

Drain hose can run through knock outs on 
back, side, or bottom of dehumidifier,  
depending on application.

The power and drain connections can be   
contained within the wall cavity if the  
dehumidifier is installed after new construction.

Diffuser cover is secured to the dehumidifier 
using either Phillips screws or Tamper Resistant 
screws.

2 x 4 Through the Wall Installation

The UltraMD33 dehumidifier is placed into the 
wall opening. 

 Wall opening measures 14 ½" wide by 30 ¼" 
tall. Both sides of the wall will be cut through.

Dehumidifier is secured to the wall using #10 
wood screws.

Electrical wiring can run through knock out on 
back of dehumidifier or knock out on bottom 
of dehumidifier, depending on application. 
Electrical wiring can be hard-wired or connected 
to a standard 120V outlet with the included 10' 
power cord.

Drain hose can run through knock outs on 
back, side, or bottom of dehumidifier,  
depending on application.

Diffuser cover is secured to the dehumidifier 
using either Phillips screws or Tamper Resistant 
screws.

Wall Mounting Bezel Kit or Rear Panel Kit are 
recommended with this type of installation.
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Instalación en la pared de 2 x 6

El deshumidificador UltraMD33 se coloca en la abertura de la 
pared.

La abertura de la pared mide 14 ½” de ancho por 30 ¼” de alto. 
Solo se cortará un lado de la pared para hacer la abertura.

El deshumidificador se fija a la pared con tornillos para madera 
del n.º 10.

El cableado eléctrico puede pasar por la parte trasera del 
deshumidificador o por la parte inferior del deshumidificador, 
según la aplicación. El cableado eléctrico puede ser cableado 
o conectado

a un tomacorriente estándar de 120 V con el cable de  
alimentación de 10’ incluido.

La manguera de drenaje puede pasar a través de orificios 
ciegos en la parte posterior, lateral o inferior del  
deshumidificador, según la aplicación.

Las conexiones de alimentación y drenaje pueden estar con-
tenidas dentro de la cavidad de la pared si el deshumidificador 
se instala después de una nueva construcción.

La cubierta del difusor se fija al deshumidificador con tornillos 
Phillips o tornillos a prueba de manipulaciones.
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Ultra-Aire™ Dehumidifiers

are specifically designed for 

professional HVAC installation 

and deliver the ultimate in 

indoor air quality and comfort. 

2 x 6 In-Wall Installation

The UltraMD33 dehumidifier is placed into the 
wall opening. 

Wall opening measures 14 ½" wide by 30 ¼" 
tall. Only one side of the wall will be cut to 
make the opening.

Dehumidifier is secured to the wall using #10 
wood screws.

Electrical wiring can run through knock out on 
back of dehumidifier or knock out on bottom 
of dehumidifier, depending on application. 
Electrical wiring can be hard-wired or connected 
to a standard 120V outlet with the included 10' 
power cord. 

Drain hose can run through knock outs on 
back, side, or bottom of dehumidifier,  
depending on application.

The power and drain connections can be   
contained within the wall cavity if the  
dehumidifier is installed after new construction.

Diffuser cover is secured to the dehumidifier 
using either Phillips screws or Tamper Resistant 
screws.

2 x 4 Through the Wall Installation

The UltraMD33 dehumidifier is placed into the 
wall opening. 

 Wall opening measures 14 ½" wide by 30 ¼" 
tall. Both sides of the wall will be cut through.

Dehumidifier is secured to the wall using #10 
wood screws.

Electrical wiring can run through knock out on 
back of dehumidifier or knock out on bottom 
of dehumidifier, depending on application. 
Electrical wiring can be hard-wired or connected 
to a standard 120V outlet with the included 10' 
power cord.

Drain hose can run through knock outs on 
back, side, or bottom of dehumidifier,  
depending on application.

Diffuser cover is secured to the dehumidifier 
using either Phillips screws or Tamper Resistant 
screws.

Wall Mounting Bezel Kit or Rear Panel Kit are 
recommended with this type of installation.

4/4/19 Specifications are subject to change without notice. (800) 533-7533 | WWW.ULTRA-AIRE.COM

Recommended Installations
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Instalación a través de la pared de 2 x 4

El deshumidificador UltraMD33 se coloca en la abertura de la 
pared.

La abertura de la pared mide 14 ½” de ancho por 30 ¼” de alto.  
Se cortarán ambos lados de la pared.

El deshumidificador se fija a la pared con tornillos para madera 
del n.º 10.

El cableado eléctrico puede pasar por la parte trasera del  
deshumidificador o por la parte inferior del deshumidificador, 
según la aplicación. El cableado eléctrico puede ser cableado o 
conectado

a un tomacorriente estándar de 120 V con el cable de  
alimentación de 10’ incluido.

La manguera de drenaje puede pasar a través de orificios ciegos 
en la parte posterior, lateral o inferior del deshumidificador, 
según la aplicación.

La cubierta del difusor se fija al deshumidificador con tornillos 
Phillips o tornillos a prueba de manipulaciones.

Se recomienda el kit de bisel de montaje en pared o el kit de 
panel posterior con este tipo de instalación.

Vista 
lateral

Vista 
lateral

Cableado eléctrico

Cableado eléctrico

Manguera de drenaje

Manguera de drenaje


